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Secure safety solutions 
 
Tufvassons has a wide range of transformers and over fifty years of manufacturing 
experience. We can guide you to the correct power supply for alarms, access 
systems, camera surveillance and locking equipment. If you need a product that is 
not available, we will ensure it is made. 

 
 
Safe power supply for broadband 
 
The transformer is adapted for the security field and is 
used to supply power for amplifiers in cable TV and 
broadband networks. It is also ideal for operation of 
other 48V systems. Installation (keyhole slot) and 
connection with mains cable and is equipped with 
primary transient protection. The connection gland is 
specially designed to fit tightly round the cable on the 
secondary connection. Just like other Tufvassons 
products, the product has short circuit and overload 
protection. It also complies with the insurance 
companies' requirement for self-extinguishing plastic 
in the housing.  
 
 

Type: PFS 301 
Part. no.: 6136-0011 
Input voltage: 230V, 50-60 Hz; (N - L) 
Output voltage: 48V 
Rated power: 260 VA (5.4 A) 
Weight: 4.0 kg 
IP rating: IP44 
Insulation rating: 4.2 kV 

Ambient temperature: max. 40 oC. 
Design: - Transformer potted in hard-setting plastic, with grey encapsulation made from impact resistant, 
 self extinguishing thermoplastics. 
 - Doubly insulated (earth connection not required). 
 - Short circuit and overload protection with resettable low-voltage fuse 1.8A primary. 
 - Primary 2 m mains cable with European mains plug. 
 - Secondary cable gland for a maximum cable diameter of 13 mm, 2-pole 4 mm² terminal 
 - Max. torque for the screw terminal is 0.5 Nm. 
Mount: Wall mounting with 3 screws. The upper holes are keyhole slots. 
Manufacturing standard: Security: EN 61 558-1; EN 61 558-2-6 
 Emissions: EN 61 000-6-3, IEC 62041 
 Immunity: EN 61 000-6-2, IEC 62041 
Miscellaneous: Secondary connection shall be performed by a qualified electrician.  
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Wiring schedule and Product illustration 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
Load chart 
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